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CGC - All Options 

1. Clear Corner Guards must be installed in environmentally controlled conditions and must be allowed to acclimatize to
room temperature for 24 hours prior to installation. The ideal temperature is between 16°C and 18°C.

2. Prior to installation a full inspection of the substrate should be undertaken to ensure that the substrate is flat, sound
and free from any contaminants that would detract from the aesthetic. Any damage to the substrate should be made
good and allowed to cure prior to commencing installation. The product should then be fixed directly to the substrate.

3. Ensure that accurate measurements have been taken to define the correct size requirements. Clear corner guards
can be easily cut to size by using a suitable circular saw/hand saw. Ends should be de-burred using a fine file. Cut as
required prior to installation.

4. Clear corner guards must be fixed to the substrate using screws suitable for that substrate. It is necessary to fit
screws to both planes of the cornerguard, vertically offset from each other by approximately 25mm to ensure that
screws do not contact each other through the right-angle. Screws need to be fixed approximately 100mm from both
ends with spacings for additional screws being no more than 500mm apart.

5. Clear corner guards are supplied undrilled so will need to have all holes drilled onsite. All hole centres should be
marked 25mm from the vertical edges of the cornerguards. Use a 4mm drill bit to make a pilot hole at each of the
marked hole centres. Each hole then needs to be drilled out with a countersinking drill bit to a width that will
accommodate the flush fitting of the screw head.

6. Taking care not to mark the clear PVC, place the cornerguard into its intended position and use the holes in the
conerguard as a template for marking where the wall needs to be drilled and plugged. Remove the cornerguard
before drilling and plugging as necessary.

7. Before positioning the clear corner guard make sure that all holes have been deburred and that all surfaces
(substrate and cornerguard) have been wiped free of all dust and fingerprints

8. Align the holes in the cornerguard with the holes in the wall and half screw down all the screws in all of the holes to
allow optimum positioning before tightening down.

9. When placing corner guards adjacent to each other, ensure that the top edge of both corner guards are aligned
horizontally by using a laser or spirit level.
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Drill Holes where required 

Screws (not provided) 

25mm vertical  offset 
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